
DLPAC Series are coconut shell-based carbon block filter 
cartridges. They are predominantly microporous and the least 
dusty. So they are very efficient at organic chemical adsorption 
and more effective in reducing fine sediments, unwanted 
chlorine, taste, odor from potable drinking water than other 
activated carbon cartridges. Further advantages of the 
coconut-shell based activated carbon are as followings: adsorb 
volatile organic chemicals, pesticides, herbicides, and disinfec-
tion by-products like THM, remove halogens from water and 
improve the clarity and taste of drinking water. They are made 
from a high performance coconut-carbon formulation that yields 
a cartridge with high chlorine taste & odor reduction capacity. 
DLPAC Series is an ideal choice for a wide range of applications : 
residential, food bevevage, reverse osmosis system etc. 

Features

Excellent adsorption capacity with high porosity and large 
surface area
Generate fresh water by reducing and removing odor, undesir-
able color , unpleasant taste, chlorine and heavy metals
No pollution from product itself to ensure safe filtration
Available in a variety of sizes
100% coconut shell carbon

Applications
Potable & Process Water
Food and Beverage
Plating Solutions

Chemical Processing
Pre or Post Filtration for RO Systems
Water purification Systems 

DISCLAIMER: Filtration data presented is representative of performance observed in controlled laboratory testing. It is not given as a warranty, specification or statement of fitness 
for use. Specific performance can vary widely depending on contaminant type, fluid properties, flow rates and environmental conditions. It is recommended that users conduct 
thorough qualification testing to assure the product functions as required.
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DLPAC Series-Carbon Block Filter Cartridges

Dimension
End Cap OD
End Cap ID
Length

48.5mm, 65mm, 70mm, 115mm
16.5mm, 28mm, 30mm
9.75”, 9.87”, 10”, 20”, 30”, 40”

Material of Constructions

Media
End cap
Gasket
Netting

Premium quality coconut shell activated carbon
PP
EPDM
PE

Max. Operating temperature
Max. Operating DP
Max. Operating Pressure

52℃
7.2Bar@20℃
10 Bar

Performance

DLPAC B

Ordering  Information

0050

Outside Diameter
/Inner Diameter Removal Rating

B=φ115mm/φ28mm
F=φ48.5mm/φ16.5mm
G=φ65mm/φ30mm
H=φ70mm/φ28mm

0100=1μm
0500=5μm
1000=10μm

975=9.75” (248mm)
987=9.87″ (250mm)
10=10″ (254mm)
20=20″ (508mm)
30=30″ (762mm)

Length

10


